Purpose: The main objective of this study was to develop a technique to accurately determine the air gap between the end of the proton beam compensator and the body of the patient in proton radiotherapy.
method provides an objective, accurate, and efficient way to confirm the target depth at treatment to ensure desired target coverage and normal tissue sparing. 
| INTRODUCTION
Delivering correct amount of dosage to the tumor target without affecting surrounding healthy tissue is an important mission in radiation oncology. 1 The advantage of using proton therapy over photon therapy is that proton beams can deposit high dosage of radiation exclusively over a region at a certain depth below the skin surface and the normal tissue beyond the distal end of the beam receives minimal dose. [2] [3] [4] This physical characteristic of proton beams requires high precision in determining the target depth. 5 Any substantial changes of the target depth, such as the external body contour changes due to weight loss, may lead to potential target miss or significant damage to the normal tissues which would otherwise be spared. 6, 7 To ensure accurate setup during each fractioned treatment and target depth, the air gap from the patient's skin surface must be measured and checked after patient positioning and prior to the beam delivery to avoid potential mistreatment.
With the exception of limited number of proton centers equipped with three-dimensional (3D) imaging positioning systems, 8 the two-dimensional (2D) orthogonal imaging-based system is still widely employed at many proton centers for the purpose of patient positioning. Unlike the 3D imaging system which can directly provide target depth information, with the 2D imaging system, the target depth information can only be indirectly derived by measuring the air gap between patient surface and beam nozzle prior to treatment.
Currently, measurement of the air gap is mostly manually conducted using a ruler, and the measurement can be subjective and inefficient.
It would be desirable to utilize the same imaging process for patient treatment position purpose to determine the air gap, at no expense of additional imaging time and dose, even for the proton machines equipped with only two-dimensional kilo-voltage (kV) imaging systems. The goal of this study is to develop an orthogonal imagingbased automatic method for the determination of the air gap at proton therapy treatment.
| MATERIALS AND METHODS
The method is based on the idea that coordinates of a linear object imaged on the orthogonal images can be reconstructed. 9 Since the air gap is measured from the patient skin surface and it is normally difficult to clearly identify soft tissue on x-ray images, a radiopaque wire can be placed along the patient skin surface during the patient treatment setup in the general location where the proton beam is aimed at (this wire will be removed prior to beam delivery). The developed method was first validated using a Rando ® phantom on a Mevion S250 proton therapy machine, as shown in Fig. 1(a) , and subsequently validated in two consecutive treatment sessions for a proton patient.
The phantom was scanned on a CT simulator (GE Lightspeed 
An illustration of the setup of the x-ray sources and images, as well as the projection of the wire is shown in Fig. 2 . The C ¼ x a y b y a ;
Exceptions to this algorithm are needed, for example, when y a , y b , or both are equal to zero. These exceptions are added into the program separately. We follow this algorithm for all points identified for the centerlines of wire projected on both films until we have reconstructed the centerline of the wire in three-dimensional space.
We align the points on the wire and find the shortest distance from the wire to the end of the snout or compensator tray. The code searches through the newly reconstructed points on the wire, calculates the distance from each of these points to the compensator tray, and returns the smallest value.
Using the above discussed algorithm, our computer program takes the two-dimensional LLAT and PA positioning images, as well as the planning RT Structure set and treatment RT plan as inputs. 
Setup and matching of corresponding points for two orthogonal films and relative locations of the kV panels and sources. 9 Note. The actual coordinate system used in DICOM needs to be rotated to match the coordinate system shown above.
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The outputs of the computer program consist of the coordinates of the points on the wire, the calculated air gap using the points on the wire, the planned air gap using the corresponding DICOM body contour sequence, and a three-dimensional plot of the body contour, the wire placed on top of it, the isocenter, and the compensator tray or snout.
| RESULTS
Figure 3(a) shows the outputs from the program. The surface of the phantom head is created with the body contour data from the planning system. The reconstructed wire and the compensator are represented by the magenta line and the black cylinder, respectively, relative to the red isocenter. An image for the reconstructed wire without the surface contour is given in Fig. 3(b) . The derived air gap results are shown in Table 1 The accuracy of identification and distinguishing of the wire from the images can be compromised by the digital noises in the DICOM files. The current approach to resolve the uncertainty is visual confirmation on the images after the reconstruction. In our proof-of-concept study, the segmentation variation was not evaluated; however, further study would be needed to investigate the impact of segmentation uncertainty in real clinical settings. Additionally, the placement of the wire may also introduce certain uncertainty and the degree of uncertainty may depend on the gradient level of the body surface. In the algorithm, the location of the compensator tray and compensator thickness were obtained from the RT Plan DICOM file, thus the uncertainties of the snout positioning and the thickness variation of the compensator are not included in the air gap measurement.
However, typically for passive scattering proton machines, the snout positioning is checked rigorously during machine QA and the compensator QA assures that the manufactured compensator thickness matches well with the plan.
For treatment sites, such as liver and lung, where the breathing motion could change the body surface, the reconstructed body surface using kV images will only represent one phase of the breathing circle, and it can differ from the average body surface. The difference will partially depend on the breathing magnitude of the surface.
The developed computer program uses the point on the centerline of the wire to compute the air gap values, which does not take the wire thickness into account, thus reducing the air gap value by the amount of the wire radius. For example, for the plan with the air gap value of 85 mm, while we originally arrived at a smaller air gap value of 82.62 mm using the outermost point on the wire, after taking into account the wire thickness (2.7 mm), the calculated air gap of 83.97 mm was derived as the distance from the skin surface to the end of the compensator.
In our calculation, we treat the end of the compensator tray or the snout as if it were a flat plane. While there could be other parts of the patient's body that are close to this plane, we only focus on the closest distance from the specific region of the skin that has the wire placed on it, at the angle used for treatment of the tumor.
On the other hand, with the implementation of surface imaging techniques in radiation oncology, including AlignRT 10 (Vision RT, London, UK) and Catalyst 11 (C-RAD AB, Sweden), it is possible to capture the surface image with optical camera systems and monitor the air gap in real time. However, these optical systems may not be available on majority proton facilities and additional development and studies will be conducted in the next study.
| CONCLUSIONS
An orthogonal image-based method has been developed to automatically and objectively derive the beam air gap values in proton treatment, without adding additional imaging time and doses. Knowing the desired air gap during treatment allows us to confirm that the target depth will not exhibit significant change and will be properly covered by the proton dose and that the normal tissues along the beam path will not be unexpectedly compromised. The backprojection algorithm and method described above is experimentally proven to be accurate. It is simpler, more efficient, and more easily accessible and reproducible than most other surface localization techniques currently available to proton centers equipped with only 2D imaging systems. Although a three-dimensional positioning imaging device may be the ultimate approach to automatically compute air gaps and therefore the target depth, this developed method can be useful and beneficial for both the patient and the radiation oncology team for the proton systems which still rely on two-dimensional imaging systems for patient treatment positioning.
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